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/ MULCH COLORING

MGL Engineering
Color Max
MULCH COLORING MACHINES

Maximize color, minimize cost with smart 
automated coloring technology.

Designed for efficiency, the 
automated coloring system 
adjusts colorant flow based on 
belt speed and material depth, 
delivering precise, even color 
while minimizing dye waste.

/ QUIC K  STATS 

•	 14-cubic-yard hopper features an anti-
bridging agitator for steady material flow 

•	 Four-wheel, direct drive, high-efficiency 
mixing drum eliminates gearboxes and 
chains, and reducing maintenance

•	 Designed for all-day operation, 
consuming just 2 gallons of fuel per hour



Think Viably™ for industry 	
expertise, world-class 
products, parts, service, 
and support.

Wherever you work.

Scan to learn more about the Color Max

TALK TO A VIABLY SOLUTIONS SPECIALIST HELLO@THINKVIABLY.COM+1 720.890.9090

We reserve the right to make technical changes due to ongoing development. USA2025-4

ORGANICS AND 
FOOD WASTE 

SINGLE-STREAM
RECYCLING

CONSTRUCTION AND 
DEMOLITION (C&D)

MUNICIPAL SOLID 
WASTE (MSW)

MGL ENGINEERING COLOR MAX MULCH COLORING MACHINES  / Technical Specifications

Machine Model Color Max 250 Color Max 500

Power

Drive System: Diesel/Hydraulic Diesel/Hydraulic

Engine Model: 48 HP CAT® C1.7 74 HP CAT® C2.8

Electrical Power: Optional Optional

Proportion

Working Dimensions:
(LxWxH) 46'10" x 16'1" x 13'7" 54'8" x 8'10" x 14'1"

Drum Diameter / Drum Length: 6' / 16' 7' x 23"

Hopper Volume: 10 yd3 14 yd3  (20 yd3 with optional extension)

Discharge Height: 9' 6'11.5"

Weight: 28,000 lbs 37,000 lbs

Performance

Throughput: 200-300 yd3/hr 400-600 yd3/hr

Color Max 250 Color Max 500


