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Introduction
Metalfex

The Metalfex adds a mobile non-ferrous-material

separator to the Komptech line. Shredded or

prescreened bulk goods often contain many ferrous and

non-ferrous metals, such as aluminium, copper, brass

etc. These are undesirable in the sorted final product,

but are valuable secondary raw materials when

separated out. The Metalfex now makes it possible to

remove these materials with all the flexibility of a mobile

machine.

Designed for conveyor feed, the Metalfex has its own

intake conveyor and an overhead ferrous separator

upstream of non-ferrous separation. It removes non-

ferrous metals using an eccentric pole system,

discharging the metals and the cleaned fraction by two

folding conveyors to the left and right of the machine.

All components are electrically powered, from the on-

board diesel generator or from grid current. The

Metalfex is offered in a compact hook lift version or as

an easy-manoeuvre trailer with tandem axle chassis.
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Introduction
Metalfex - Highlights

 Tough construction for up to 250 mm (0’ 10”) grain materials

 High-performance non-ferrous separator unit with 1.95 m (6’ 5”) 

working width

 Overhead ferrous separator

 Efficient electric drive by diesel generator or grid power

 Flexible mobility: hook, trailer or job-site chassis
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Process
Application Metalfex

(        )

2-step process

Shredder

Use fraction

Star screen

Oversized

Waste woodWaste wood

Shredder

Use fraction

1-step process

(        )

METALFEX
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Highlights - overview
Metalfex

GENERATOR

20 KVA

MOBILITY

HOOK / (TRAILER)

MATERIAL FEEDING

1.6 M (5‘ 3“) FEED CONVEYOR

FE-SEPARATION

DOUBLE-SIDED DISCHARGE

NE-DISCHARGE

2.3 (7‘ 7“) – 2.8 (9‘ 2“) M DISCHARGE HEIGHT

0.8 M (2‘ 7“) BELT WIDTH

CLEAN FRACTION DISCHARGE

2.3 (7‘ 7“) – 2.8 (9‘ 2“) M DISCHARGE HEIGHT

0.8 M (2‘ 7“) BELT WIDTH

3D- ADJUSTABLE VERTEX

FOR PRECISE ADAPTION

ADJUSTABLE POLE DRUM

FOR PRECISE ADAPTION
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Access for service/maintenance
Metalfex

SEPARATION VERTEX

ADJUSTABLE FROM OUTSIDE

GENERATOR

FRONT FLAP FOR ACCES

DRIVE  POLE DRUM

FOLDABLE FOR TRANSPORT

EXCHANGEABLE PVC BELT

SIDE DOORS FOR ACCESS
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Mobility
Highlight

Hook Trailer (2-axle) 

Hook Trailer

Weight [t]/[st] Depending on equipment

Working dimensions (LxWxH)
[mm] 8.185 x 9.050 x 2.600 10.510 x 9.050 x 3.455 

[ft] 26‘ 9“ x 29‘ 8“ x 8‘ 6“ 34‘ 6“ x 29‘ 8“ x 11‘ 4“

Transport dimensions (LxWxH)
[mm] 8.185 x 2.550 x 2.600 10.510 x 2.550 x 3.455 

[ft] 26‘ 9“ x 8‘ 4“ x 8‘ 6“ 34‘ 6 x 8‘ 4“ x 11‘ 4“

Discharge height of NE-fraction

and clean fraction

[mm] 2.300 (2.800 *) 3.155

[ft] 7’ 7” (9’ 2” *) 10’ 4”

*… with option hydraulic supports
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